
                      Stock Timber Sale 

                    Logging Feasibility Report 

     

Notes: All skidding and yarding operations will have constraints within stream corridors in all 

units. See contract provision C6.42# for special yarding and skidding methods. All Ground based 

skid roads and landings must be approved prior to use. Skid roads will be placed 150’ apart.  

   

  In those areas which are recommended for Ground Base systems, and which have slopes in 

excess of 30%, shovel operations can be considered. Each situation must be looked at and 

approved by the TSO with the cooperation of the zone Geologist.  

  

 Ground based equipment used for yarding is not permitted within 120 feet of class 1, 2, and 3 

streams. Ground based equipment is not permitted within 30 feet of a class 4 streams. In the 

remainder of the riparian reserve, ground based equipment is permitted.  

 

 

   There may be small areas along roads and near landing sites that can be harvested in a manor 

not specified in the logging plan. With prior approval from the TSO these areas may be 

harvested using alternate methods operation.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

 

 

 

 

Unit No:  610     Elevation:   2600    %Slope: 0-10      

 

    Township: 16S         Range:  6E              Section: 22 

 

Prescribed System                     Acres 

    GB                                    9       

 

   Discussion:  Unit is ground based to the proposed temp spur. Average skid distance is approx 

300’.  There is a 250’ temp spur into the unit.  
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Unit No:  620, 622, 624     Elevation:   2560    %Slope: 0-10         

 

    Township: 16S         Range:  6E              Section:  26, 27 

 

Prescribed System                     Acres 

    GB                                    53 

       

 

   Discussion:  There is a proposed temp spur of approx 900’. The average skidding distance is 

approx 300’.  

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 
 

 

 

 

Unit No:  621, 623     Elevation:   2560    %Slope: 0-10         

 

    Township: 16S         Range:  6E              Section:  22, 23 

 

Prescribed System                     Acres 

    GB                                    21 

 

 

Discussion: Unit is to Ground Base skidded to the 443 road. The average skidding distance is 

approx. 375’. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 
 

 

 

Unit No:  630, 631, 632     Elevation:   2560    %Slope: 0-10         

 

    Township: 16S         Range:  6E              Section:  22, 23 

 

Prescribed System                     Acres 

    GB                                    7 

 

 

Discussion: There is a temp spur running east of the 443 road through unit 630 and 631.Unit is to 

Ground Base skidded utilizing the temp spur and road 443.  Unit 630 out to the 443 road will 

have the longest average reach of appox 475’. The  average skidding in units 631 and 632 will be 

approx. 2675’ out to the temp spur. 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 
 

 

 

 

Unit No:  650, 651, 652     Elevation:   2560    %Slope: 0-10         

 

    Township: 16S         Range:  6E              Section:  23, 26 

 

Prescribed System                     Acres 

    GB                                    32 

 

 

Discussion: In addition to the temp spur which runs through unit 630 into unit 650, there is a 

proposed temp spur off the 2643 road on the east boundary of unit 650 which runs into the unit 

approx 1050 feet. The two temp spurs will shorten the skidding distances and brings the average 

to approx 375’. 

 


